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CAUTION:

This respirator-should-be fit checked for each wearing. Place both hands completely over
the respirator and-exhale. If air leaks around nose or the edges, adjust the nosepiece and/
or-headbands until a good fit is achieved.

See package insert for product instructions, intended use, and precautions.
This product does not contain latex components.
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This respirators are approved only in the following configuration:

TC - Protection’ Respirator Caution and Limitations®
S-1153-46
84A-7638 N95 X ABCJMNOPS

1. Protection

N95 Particulate Filter (95% filter
efficiency level) effective against
particulate aerosols free of oil;
time use restrictions may apply.

. Cautions and Limitations

2
A Not for use in atmospheres containing less than 19.5% oxygen.

B Not for use in atmospheres immediately dangerous to life or health.

C - Do not exceed maximum use concentrations established by regulatory standards.
J

M

Failure to properly use and maintain this product could result in injury or death.
All approved respirators shall be selected, fitted, used, and maintained in accordance
with MSHA, OSHA and other applicable regulations.

N - Never substitute, modify, add, or omit parts. Use only exact replacement parts in the
configurations as specified by the manufacturer.

O - Refer to user’s instructions, and/or maintenance manuals for information on use and
maintenance of these respirators.

P - NIOSH does not evaluate respirators for use as surgical masks.

S - Special or critical user’s instruction and/or specific use limitations apply.

Refer to user’s instructions before donning.

Special or critical user’s instructions: The model S-1153-46 filtering facepiece respirator has
been manufactured by approval holder Makrite for Smart Glove International Pte. Ltd.
under TC-84A-7638.

SERVICE TIME LIMITATION

1. Do not use the same respirator for more than 8 hours, continuous or intermittent, in dirty
workplaces that could result in high filter loading.

2. Leave contaminated area and remove respirator if breathing becomes difficult or proper
fit cannot be obtained or the respirator is damaged, soiled, or distorted. Do not use the
same respirator again once removed.

. The maximum service time of this respirator is five (5) consecutive calendar days
(including days of non-use), beginning from the first day of use.

Made in China

Client . SGI

Brand . Breathfidence

Category : N95 Respirator

Size . Free Size

Dimension ;140 (L) x 130 (W) x 200 (H) mm
Window

Paper Quality : 350gsm Whiteback Artcard
Surface Finishing : Varnish
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